


GENERAL CONDITIONS 
 

 1. PERMIT: This permit is issued in accordance with the provisions of Title 7,  13. EXCAVATION. All pavement shall be saw-cut. All extracted material shall 
Chapter 4 of the Auburn Municipal Code. be stockpiled away from the improved portion of the highway. After the work has 
 2. ACCEPTANCE OF THE PROVISIONS: It is understood and agreed by the Ap- been completed all excess material, including excess excavation, shall be remov 
plicant that the doing of any work under this permit shall constitute an accep- ed from the right of way, and the roadway shall be left in a neat and orderly condi 
tance of all the general and special conditions hereof. tion. 
 3. KEEP PERMIT ON THE WORK. This permit shall be kept at the site of the  14. DRAINAGE. If the work herein contemplated Interferes with established 
work and must be shown to any representative of the Department of Public Ser- drainage, ample provision shall be made by the applicant to provide adequate 
vices or any law enforcement officer on demand. drainage facilities as directed by the Director of Public Services. 
 4. PROSECUTION OF WORK. Any work authorized by this permit shall be per-  15. DRIVEWAYS. All dirt or gravel approaches to private driveways which are 
formed in a workmanlike, diligent, and expeditious manner to the satisfaction of cut or trenched, shall be replaced in kind upon completion of backfill. 
the Director.  16. UNDERGROUND UTILITIES. Disregard of or damage to underground 
 S. MINIMUM INTERFERENCE WITH TRAFFIC. All work shall be planned and utilities may be cause for revocation of this permit or denial of future permits at 
carried out so that there will be the least possible inconvenience to the traveling the discretion of the Director. Any utility so damaged shall be Immediately 
public except for the specific work permitted. reported to the owner and the Director. 
 6. TRAFFIC CONTROL. Permittee shall take adequate precautions for the pro-  17. CLEANUP. All roadside drainage ditches shall be restored to a true grade 
tection fo the public. Where necessary, barricades, red lights, warning signs, and and the intake and outlet ends of all culverts shall be left free from all excess 
flagman shall be maintained until the excavation is refilled, the obstruction material and debris. 
removed and the roadway is safe for the use of the public. The Director may   All brush, timber scraps and material shall be entirely removed, all holes 
specify, as a condition of the issuance of the permit, the devices or measures to backfilled, compacted and trimmed to grade and the right of way left In as presen 
be used by the permittee, however, failure of the Director so to specify the table condition as before work started. 
devices or measures to be used shall not relieve the permittee of his obligation   Clay and earth which adhere to the paved surface of the roadway shall be 
hereunder. Highways shall not be closed or traffic lanes blocked unless removed by hand scraping, washing and sweeping, or by any other method which 
specifically permitted on this permit, or without first obtaining permission from will leave a clean non-skid surface without impairing, injuring or loosening the 
the Director of Public Services. When permission is obtained, applicant shall surface. 
notify the City Police and Fire Department prior to closing the road. Traffic con-  18. SUBMIT LOCATION PLAN. Upon completion of underground or surface 
trol signs and devices, street name signs, and mail boxes must be kept upright at work of consequence, the permittee at the request of the Director, shall furnish as 
all times. Any damaged or destroyed devices, signs, markings or mail boxes will built plans to the Department of Public Services showing location and details of 
be replaced at the permittee's expense. work performed. 
 7. STORAGE OF MATERIAL. No material shall be stored within eight (8) feet  19. FUTURE MOVING OF INSTALLATION. It is understood by the permitee that 
from the edge of the pavement or traveled way or within the shoulder line where the installation authorized herein shall, upon demand of the Director of Public 
the shoulders are wider than eight feet unless specifically authorized on this per- Services be immediately relocated by, and at the sole expense of the permittee 
mit. whenever construction, reconstruction or maintenance on the highway may re 
 8. TUNNELING. No tunneling will be permitted except as may be specifically quire such relocation. The permittee must commence such relocation within the 
set forth on the face hereof. time specified in said demand and thereafter diligently prosecute the same to 
 9. TRENCHING. Trenching for installation across any Intersection open to completion. 
traffic shall be progressive. Not more than one-half of the width of a traveled way  20. MAINTENANCE. The permittee agrees by the acceptance of this permit to 
shall be disturbed at one time and the remaining width shall be kept open to traf- properly maintain any encroachment placed by It In the City right of way and to In 
fic by bridging and backfilling. spect and Immediately repair and make good any injury to any portion of the right 
 10. BONDING AND INSURANCE. Permittee shall post a bond or other security, of way which occurs as a result of the maintenance of the encroachment In the 
and provide insurance, as required by Section 7.4.05 of the Auburn Municipal highway or as a result of the work done under this permit, including any and all In 
Code. jury to the roadway which would not have occurred had such work not been done 
 11. BORING. Service and other small diameter pipes shall be jacked or other- if such encroachment had not been placed therein. 
wise forced underneath pavement without disturbing same. Pavement or road-  21. INSPECTION. The permittee shall give 24 hour notice to the City of Auburn 
way shall not be cut unless specifically permitted on the face hereof. Service and the Auburn Police Department prior to construction: (916) 823-4237. The per 
pipes will not be permitted Inside of culvert pipes used as drainage structures. mittee shall give 24 hour notice to the City of Auburn prior to any backfilling. 
 12. BACKFILL. In backfilling there shall be no flooding of the trench within the  22. INDEMNITY. Permittee shall defend, indemnify and hold harmless, the Ci 
upper twenty-four (24) inches. All loose backfill shall be dampened and well ty of Auburn, its officers, agents and employees, from any claim of damage of 
tamped with a pneumatic tamper or In any other workmanlike manner satisfac- any type what-so-ever, including without limitations, personal injury, death, or 
tory to the Director and the the compaction requirements set forth in the specific property damage, arising out of or connected with the issuance of this permit or 
conditions. the construction or maintenance of the encroachment allowed by this permit. 

 
 
 
 

SPECIFIC CONDITIONS 
 
The following SPECIFIC CONDITIONS may be referred to as Conditions 1 through  4. Shall be the same as Condition 3, except that after the penetration treat 
7 respectively and as specific conditions they will apply only where so indicated ment with liquid asphalt, a double seal shall be applied In accordance with Sec 
on the plan as directed by the Director of Public Services. tion 37 of the State of California, "Standard Specification." The first application 
 NOTE: On all cuts in A.C. pavement the area of the A.C. replacement and a of double seal shall be placed over the trench width, and the second application 
minimum of 6 inches on each side shall receive a "fine seal" in accordance with shall be placed over the entire shoulder width, or over the trench plus two feet on 
Section 37 of the State Specifications. either side of the trench where the trench is not in the shoulder. 
 All A.C, Type B shall conform to Section 39 of the state specifications, be  S. Shall be the same as Condition 3, except that no oiling shall be performed 
compacted in 2 layers, and have a minimum compacted density to 143 lb./cu. ft.  6. Crossing beneath the pavement shall be done by boring. The bore shall not 
 Type of Liquid Asphalt shall be as specified by Encroachment Inspector. be more than 2 inches larger than the pipe diameter. 
 In unpaved shoulder areas the A.C. requirement may be eliminated and a dou-  7. All concrete shall conform to Class "A" concrete as per Section 90 of state 
ble seal substituted therefore. specifications. Existing concrete that is to be removed shall be saw cut or remov 
 1. Compacted backfill shall be made with a minimum relative compaction of ed at the nearest expansion joint at the direction of the Director of Public Ser 
90% to within 21 inches of the original surface, then the next 6 inches to a vices. 
minimum relative compaction of 95% and then 12 inches of aggregate base (A.B.) 
Class 2 placed In two layers compacted to a minimum relative compaction of NOTE: Between November I and May 1, applying oil shall be postponed unless 
95% and primed with liquid asphalt. On top of the A.B. shall be placed 3 inches of permission of the Director is first obtained. All such postponed oiling shall be ap 
asphalt concrete (A.C.) type B. Edges of existing pavement shall be sprayed or plied only when the surface to be treated has been reworked to a condition 
painted with asphalt emulsion prior to paving. suitable to be olled. Cutback asphalt may be used In place of A.C. Type B, as a 
 2. Compacted backfill shall be made with a minimum relative compaction of temporary pavement replacement. 
90% within 15 inches of the original surface, the next 6 Inches to a minimum 
relative compaction of 95%. A.B., Class 2, 6 Inches in thickness shall be placed 
on top of the compacted backfill and the minimum relative to compaction shall 
be 95% and primed with liquid asphalt. On top of the A.B. shall be placed a 3 inch 
layer of A.C., Type B. 
 3. Compacted backfill shall be made with a relative compaction of 90% or 
within 12 inches of the original surface the next 6 inches to a minimum relative 
compaction of 95%. The remaining 6 inches shall be filled with A.B. Type 2, com 
pacted to a minimum relative compaction of 95%. The new surface shall then be 
given an application of liquid asphalt, applied at the rate of one-half gallon per 
square yard. 



CITY OF AUBURN 
 
 

PUBLC WORKS DEPARTMENT 
ENCROACHMENT PERMIT APPLICATION EXPLANATION 

 
 
Applicant must provide the following items. Check that all blanks are filled in on top half of application, 
except permit number. Applicant must provide three copies of a plan of the proposed work and a 
Certificate of Insurance (Accord Form), a completed application and the appropriate fee. Please read the 
following carefully. 
 

1. NAME: Name of individual or company responsible for work. Applicant must be consistent with 
person/company shown on insurance. 

 
2. PHONE: Important that someone can be reached at this number or message taken. 

 
3. MAILING ADDRESS: Address where permit can be sent once issued. 

 
4. LOCATION OF WORK: Specific address/construction location. Lot numbers should include 

the subdivision name. 
 

5. DESCRIPTION OF WORK: Plan, (3 copies) should include: structures, sidewalks, driveways, 
etc., as well as proposed construction, street names and addresses included. Also construction 
details should include dimensions and specify materials to be used, concrete, asphalt, etc. 

 
6. STARTING DATE: Approximate date the construction is proposed. Be sure entire date is given, 

month/date/year. 
 

7. COMPLETION DATE: Approximate date construction should be completed. 
 

8. PROJECT COST ESTIMATE: This amount is an approximation of the costs of the 
construction in city right-of-way only. 

 
9. INSURANCE: A certificate of insurance naming the City of Auburn additionally insured. The 

limits are $100,000.00 each occurrence and $300,000.00 aggregate. Reference Auburn Municipal 
Code Section 7-4. 13. 

 
10. SIGNATURES: Applicant and property owner. 

 
11. PERMIT NUMBER: To be left blank. The City during the review process will issue a permit 

number. 
 

12. FEES: 5% of project cost estimate, $37.00 minimum. 
 

13. BUSINESS LICENSE: Contractors must have a current City of Auburn business license on file 
prior to issuance of the encroachment permit. 

 
14. INSPECTION: Call for inspection 24 hrs. in advance of construction (530) 823-4211 ext. 131 
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